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ai) 1950 

Cummins 

MODEL 600 

6-lnch Portable Saw 


Revolutionary NEW in features 
and performance. The ONLY 
lightweight, low priced 6 in. 
portable saw with ALL the practical, 
usable features and rugged 
construction to be found in high priced, 
performance-proven saws. 

Compare before you buy . . . 
you'll find no other low priced 
saw that looks like or is 
built like this NEW 1950 
Model 600 Cummins Portable 
Saw. Here is without question 
the greatest "BUY" in the 
industry today. 

Recommended for ripping 
and cross-cutting 1 in. lumber 
and for intermittent sawing of 2 in. 
dressed lumber. Ideal for cutting 
wallboard, plywood and similar 
materials. For use with 6" x l/s" 
abrasive discs for cutting and scoring 
limestone, concrete, tile, etc. 


nummin±i^ ooil 600 HAS ALL THESE GRjM 


POCKET 

Bose adjusts for depth of 
Pocket cuts con be started 
Wing nut adjustment at 


^inAIGHT CUTS 

Maximum depth of cut is 1 y% in. Rips and crosscuts 
1 in. lumber . . . crosscuts 2 in. dressed lumber. The 
carpenter and builders general purpose saw. 



SPECIFICATIONS 

BLADE: 6-inch diameter. 

DEPTH OF CUT; 1%'in wood. 

FRAME: Die cast aluminum for compactness and light weight. 
MOTOR: Universal AC-DC, 115 volts; 220 volts special. 

NO-LOAD SPEED: 4200 R.P.M. 

BEARINGS: Ball on armature and worm shaft; ball and roller 
saw shaft. 

GEARS: Precision-cut steel worm; bronze wheel. 

SWITCH: Double pole, momentary contact for maximum safety. 
BLOWER: Keeps line of cut free of sawdust. 


SAFETY GUARD: Telescopic type, with quick return feature. 

BASE ADJUSTMENT: Vertical for depth of cut from Va" \o 1 Vt . Bevel 
cuts at 45° through lumber 1 thick. 

CORD: 1 2-foot 3-conductor rubber covered with two-prong plug ond 
pigtail connector for ground. 

LENGTH OVERALL: 1 2 inches. 

WEIGHT: 11 lbs. net; 14 lbs. shipping. 

EQUIPMENT: One 6-inch combination blade; tube of lubricant; wrench. 

STEEL CARRYING CASE • EXTRA. 


Cummins 

Portable Toots 

DIVISION OF C B M C O P 
-«7<40 ffAV£NSWOOD AVENUE 

Chicago 40. Illinois 

. THE VALUE LINE 


GUARANTEE 

Before leaving the factory every Cummins Tool Is first carefully tested electrically 
and mechanically with modern equipment; then run under maximum load condi¬ 
tions to insure full operating efficiency. If It should not perform to the high 
standards set for all Cummins Tools when it is placed into use, It should be 
immediately returned to our factory, factory branch or authorized service 
station, shipping charges prepaid. Should our examination disclose any defects 
due to faulty materials or workmanship, repairs will be made without charge. 
We cannot be responsible for abuse or careless handling of the tool or for 
repair work performed by others. This is the only guarantee, written or verbal, 
authorized by us. 










































Cummins Model 600 SAW 

IS THE ONLY LIGHT WEIGHT POPULARLY 
PRICED PORTABLE ELECTRIC SAW WITH 
RUGGED, DEPENDABLE WORM AND WHEEL 
DRIVE PROVED IN PERFORMANCE IN 
PORTABLE SAWS FOR MORE THAN 30 YEARS 


in Cummins Model 600 Saw 
are outstanding in depend¬ 
ability. Worm is of highest 
quality alloy steel—precision 
cut, heat treated, ground and 
polished. Worm wheel is of 
toughest bronze. Gears are 
matched in sets on special 
machines developed by 
Cummins to insure smooth per¬ 
formance, quiet operation and 
long life. 


Universal type, A.C. or D.C. Standard voltage is / " « BALANCED MOTOR 

1 1 5; special voltage of 220 available. This motor 
is manufactured to our rigid specifications by 

America’s largest manufacturer of fractional horsepower motors. The armature is both 
statically and dynamically balanced, successively baked in varnish to insure perfect 
insulation and long life. It must pass our own maximum performance tests before being 
built into the Cummins Model 600 Saw. Fan mounted on motor shaft insures maximum 
cooling under all operating conditions. 




SEALED BALL AND ROLLER BEARINGS THROUGHOUT 

Only the finest quality New Departure ball bearings, completely sealed 
against dust and dirt, and a roller bearing, are used in the Cummins Model 
600 Saw. They insure smooth performance, trouble-free operation and long life. This 100% anti-friction bearing construction 
is your assurance of elimination of vibration and maximum performance of Cummins Model 600 Saw. 



STEEL SAW BLADES Blades are of finest quality saw blade steel, made by one of the leading manufacturers in the 
industry. Each blade is perfectly balanced. Tooth formation and set are carefully determined for smooth cutting action. Special arbor 
eliminates possibility of blade slipping. 


COMBINATION 

The ideal blade for all-around work. 
Will rip or cross-cut with ease. Since 
this is the most popular blade It is pro¬ 
vided os standard equipment on 
Cummins Model 600 Saw. 

No. 685—6* Diam., each .$3.45 


CROSS-CUT 

Selected when all work is cross-cutting 
and a smoother cut than that made by 
the combination blade is desired 
Recommended for use in cross-cutting 
hard wood. 

No. 681—6" Diam., each $3.45 


R I P 

Cuts faster than either combination or 
cross-cut blade but leaves a ragged 
cut. Good blade for rough framing 
work and most frequently used for 
ripping 1 * wood. 

No. 682—6" Diam., each $3.45 


MITRE 

The ideal blade for interior finish saw¬ 
ing. Leaves a smooth cut that requires 
ro planing. 

No. 683—6" Diam., each.$6.30 



FINE-TOOTH 

For cutting soft and porous wall board 
and similar types of insulation ma¬ 
terials. 

No. 684—6* Diam., each $3.75 



ABRASIVE DISCS For most efficient cutting and 

longest life, granular structure of abrasive discs varies for the many 
materials these discs are made to cut. Select discs carefully for best results. 
For concrete, cement, roofing and sewer tiles, limestone and similar 

materials. No. 687—6* Diam., each.$2.35 

For marble and hard tiles, ceramic, clay and similar products of dense 

non-porous surface structure. No. 688—6" Diam. each.$2.35 

For asbestos cement sheets and other similar manufactured materials 
of fibrous structure. No. 689—6" Diam., each.$2.35 


LUBRICANT FOR MODEL 600 SAW 

This lubricant has been developed to provide long life to gears in 
Cummins Model 600 Saw. We urge you to use only this lubricant 
in Cummins Model 600 Saw. 


No. 690—5 oz. tube.$0.50 

No. 691 — 1 pt. can.$0.90 

No. 692—1 qt. can.$1 25 


STURDY STEEL CARRYING 

Provides plenty of room for extra saw blades. 
NOTE: Case only fits Model 600 Saw. When 
ordering 600 Sow with this cose, order 
as "Model 602 Sow"—price, complete, 
$ 68 . 00 . 

Steel carrying case only— 

Cot. No. 020.Price $5.50 



CASE 
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FOR CARPENTERS, BUILDERS, 
WOODWORKERS AND 
MAINTENANCE CREWS 




CUMMINS VALUE COMBINATION 


BUYS YOU ALL THE POWER TOOLS 
YOU HUD TO DO THESE JOBS 
BETTER, EASIER, FASTER! 

























Cummins sander-saw 


V 

V 

V 



WEIGHS ONLY 18 LBS. V 4 X 27 INCH BELT 


QUICK BELT CHANGE FEATURE 
PERFECT BALANCE FOR EASY OPERATION 


An 

4-inch Belt 
Sander quickly 
convertible to a 6-inch Portable Saw 


Here is a unit of outstanding performance. It is a com¬ 
pletely new idea in a power tool to do fast, accurate 



sanding of wood, metal, stone, etc. It is then quickly 
converted to a Portable Saw for cutting lumber up to 
1 ys inches. 

The power of this tool will win your instant approval. 
It does every surfacing job fast. It is without equal for 
roughing-out with coarse belts. Its perfect balance 
insures a ripple-free finish when used as a final 
finishing tool. 

Belt is constantly under spring pressure, centers per¬ 
fectly on pulleys. Easy-to-use tension latch provides 
for quick change of belt. Belt alignment is adjusted by 
small knob at left rear of unit. 

See back page of this folder for detailed information 
on portable saw driving unit and construction features 
of sanding unit. 


BELTS FOR USE WITH SANDER-SAW LISTED ON BACK PAGE. 
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Cummins planer saw 
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WEIGHS ONLY 20 LBS. V 4-INCH WIDE CUTTER HEAD 

ACCURATE ADJUSTMENT FOR DEPTH AND BEVEL CUTS 
yie-INCH CAPACITY IN WOOD 
REMOVABLE CUTTING KNIVES 


An efficient 4-incli Planer quickly convertible to a 6-inch Portable Saw 


This powerful Planer will do all operations illustrated here, 
quickly, easily, and accurately. It can then be converted 
promptly into a Portable Saw with 1 % inch depth of cut 
in wood. 

Planes with or across the grain, leaving a smooth chatter- 


free finish. Adjustment for depth of cut is extremely accurate 
and easy. Removable cutting knives facilitate sharpening 
and easy, quick replacement. See back page of this folder 
for complete specifications on saw driving unit and planer 
unit. 



SURFACE PLANING. Large area surfaces 
can be planed to uniform thickness. The 4" wide 
cutter head and ^A6" capacity does every surfac¬ 
ing job faster, at lower cost. 



DOOR PLANING, Will plane wood up to 4" 
wide in one smooth, even cut. Bevel fence serves 
as accurate guide. 



BEVEL PLANING. Positive lock on bevel adjust¬ 
ment insures accuracy. Balanced weight provides 
safety and ease in operation. 



























The combination of 
these three tools 
does every sawing, 
sanding,and planing 
job easier, better and faster. You will profit more on every 
job with this time-saving, cost-cutting combination of tools. 

If you were to buy a portable saw, sander, and planer as 
single units with independent motor drives, your investment 
would be in excess of $.350.00. For just about one-half of 
that investment you can buy this combination of three tools 


and have, in addition, the value of complete portability 
and greater convenience. 

Mounting either the Sander or Planer unit to Cummins 
Model 600 Saw is simple and quick . . . actually it takes less 
than 5 minutes. 

Just think what it will mean to you when you are on the job 
with the combination of these three tools . . . you have 
every tool you need . . . exactly when you want it ... to 
ipeed up every sawing, sanding, and planing operation. 




MODEL 600 CUMMINS SAW 

Powered and engineered to provide outstanding performance of Sander and 
Planer units. Base adjusts for depth and bevel cuts. Equipped with 6" blade, 
cuts 1%" deep. Has die cast aluminum frame and universal AC-DC 115 volt 
motor. No-load speed, 4200 r.p.m. Ball bearings on armature and worm shaft; 
ball and roller on saw shaft. Precision cut steel worm, bronze wheel. Double-pole, 
momentary contact safety switch. Blower keeps line of cut clear of sawdust. 
Telescopic type safety guard with quick return feature. 

Base adjusts vertically for depth of cut from to 1 
Bevel cuts at 45° through lumber 1 Vs" thick. Has 1 2 ft. 

3-conductor rubber covered cord with 2-prong plug and 
pigtail connector for ground. Length overall, 12 inches. 

Net weight 1 1 lbs. Is equipped with one 6" combination 
blade, tube of lubricant, wrench. Sturdy steel carrying 
case available at extra cost of $5.50. 


MODEL 630 SANDER ATTACHMENT 

For Model 600 Cummins Saw 

Strong aluminum frame is precision machined for fast, accurate sanding. Uses 
standard 4 x 27" cloth backed belts. Drive pulley is rubber covered for maximum 
traction of belt. Convenient hand lever releases tension on belt for quick 
replacement of belt. Conveniently positioned and easy to use knob for aligning 
belts on pulleys. Chain belt drive over sprockets is smooth ^ 

in operation. Priced complete with one medium grit sand- ^ A I I L n 

ing belt. t]) #1 U J U 

If purchased to mount to Model 606 BALANSAW order hL I 

by Model No. 632. | V 


MODEL 640 PLANER ATTACHMENT 

For Model 600 Cummins Saw 

Precision built for years of trouble-free performance. 
Strong aluminum machined frame for accurate adjust¬ 
ments. Has 4" cutter head employing 3 knives, easily re¬ 
moved for sharpening or replacement. Very accurate 
adjustment for regulating depth of cut. Bevel attachment 
has safety guard completely protecting operator from 
cutter head. Equipped with chain belt and sprocket drive 
. . . smooth and positive in operation. Maximum recom¬ 
mended depth of cut is yi6". 

When ordering Planer Attachment for mounting to Model 
606 BALANSAW, order by Model No. 642. 

MODEL 652 3-UNIT COMBINATION 

Consisting of Model 600 Saw, Model 630 Sander and 
Model 640 Planer, shipped as separate units. 



BELTS FOR SANDER UNIT 


Grit 
3. .. 
2 ! 6 . 
2 . .. 
V/2. 
1 . .. 


Wood—No. 635 


Price 

Grit 

Price 

$0.57 

1/2. 

.$0.48 

.55 

.53 

.51 

1/0. 

.46 

2/0. 

.45 

.49 

3/0.. .. 

.45 


Oum mins 

Portable Tools 

o I \/ t s I o rs/ or c e. m . c o R f* 
- 07-40 RAVENSWOOD AVENUE 

Chicago 40, Illinois 


Removing Varnish 

—No. 636 

Marble, Stone, Slate- 

•No.638 

Grit 

Price 

Grit 

Price 

3. 

. $0.62 

24. 

$0.62 

2Vi. 

. . .59 

30. 

.59 

2. 

. . .57 

36. 

.57 

1!/2. 

1 

. . .55 

.. .53 

40. 

.55 

1/2. 

.. .52 

50. 

.53 



60. 

.52 

Metal—No. 

637 

80. 

.50 

Grit 

Price 

100. 

.48 

36. 

. .$0.57 

120. 

.48 

50. 

60. 

. . .53 

.. .52 

150. 

.48 

80. 

. . .50 

180. 

.48 

100. 

. . .48 

220. 

.48 

150. 

. . .48 

320. 

.48 


THE VALUE LINE 






















































'{0Lummins 

GENERAL UTILITY 

Electric Drills 


Model 150 Illustrated 


Capacity in Metal 
Vz" Capacity in Wood 


MODEL 150 

with Jacobs Geared Chuck 

$2095 

MODEL 160 

with Jacobs Hex-Key Chuck 

$1895 

MODEL 170 
with Keyless Chuck 

$1795 

MODEL 190 

with Jacobs Hand Chuck 

$1850 


The value leader / 

of the Cummins / # 

line. Your best / M 

"buy” today / V 

in o Va" / 

electric drill 'Ss)^ fW 

for general 
utility service. 

You’ll find these top- 
quality features mean smooth, 
quiet operation and long 


M life; a die-cast 

aluminum body; 
precision-cut gears; 
strong steel shafts; 
powerful, cool running 
motor; smooth action "on-off" 
type button switch. 


COMFORTABLE GRIP 



YOU’LL FIND THESE OUTSTANDING FEATURES 
ONLY IN DRILLS SELLING FOR MUCH MORE 


RECESSED SWITCH 

Prevents accidental starting when laying 
tool down. Allows full one-hand grip for 
firmer control. Bakelite "non-slip" button 
located for easy thumb operation. 


ADEQUATE VENTILATION 

Turbine-type fan draws air in through 
large vents in rear housing, expels it at 
front after passing around motor. Keeps 
drill cool ond comfortable in use. 


SLEEK FRONT HOUSING 

No screwheads or other protruding sur¬ 
faces. Smooth rounded surface permits 
cradling drill In palm of hand for com¬ 
fortable, easier drilling on any work. 


Positioned to fit hand comfortably. Pro¬ 
vides steady, sure grip at all times. Re¬ 
duces operator fatigue in prolonged use. 



COMPACTNESS 

New Model 1 50 measures only from 
center line of chuck spindle to outer edge 
of gear housing. Enables drilling head 
of tool to fit easily into tightest places. 



Cummins 

Portable Toots 

D I I S I O SI or CBM COBB 
^74-0 FfAVENSY/OOD AVENUE 

Chicago 40, Illinois 


...THE VALUE LINE 


CUMMINS GUARANTEE 

Before leaving the factory every Cummins Tool is first care¬ 
fully tested electrically and mechanically with modern 
equipment; then run under maximum load conditions to 
insure full operating efficiency. If it should not perform to 
the high standards set for all Cummins Tools when it is 
placed into use, It should be immediately returned to our 
factory, factory branch or authorized service station, 
shipping charges prepaid. Should our examination dis¬ 
close any defects due to faulty materials or workmanship, 
repairs will be made without charge. We cannot be 
responsible for abuse or careless handling of the tool or 
for repair work performed by others. This is the only 
guarantee, written or verbal, authorized by us. 


Printed in U. S. A. 
















EXTEND THE APPLICATIONS Ux CumminsVk" 

General Utility Drills WITH THESE ACCESSORIES 



COMBINATION POLISHING KIT 

Consists of 5" diameter rubber backing 
pod and chuck arbor, 5y^" diameter 
lambs wool bonnet, all in a convenient 
package. 

No. 165-101.complete, $3.00 

DRILL BITS FOR METAL 

Set of 10 carbon steel twist drills (Vk", 
V 64 '\ yzi\ W, ’/s", Vei'r Me", Viz". 
14") packed in pocket size plastic 
folder. 

No. 105-066.set, $4.95 

HIGH SPEED TWIST DRILLS 

Set of 1 3 in following sizes: y^t 

yiz, 764", ’/s", yw. yiz\ ”/64", Ms", ’M64" 

Me",’M4", 14". 

No. 165-001 A.set, $6.45 

DRILL BITS FOR WOOD 

Set of 5 bits for drilling in wood only: 
14", Ms", Ms", Ms", 14". Hove diam¬ 
eter shank. Packed in convenient card¬ 
board box. 

No. 1 65-001 B.set, $5.95 

STEEL CARRYING CASE 

Plenty of room to keep a host of acces¬ 
sories. Protects tool from dirt and dam¬ 
age when not in use. 

No. 1 65-001 C.each, $4.95 

STEEL ARBOR 

Necessary when using rubber backing 
pad for sanding, polishing or rubbing. 
Includes shank, collar and screw as 
illustrated. 

No. 165-005.complete, $ .75 

RUBBER BACKING PAD 

5" diameter flexible rubber pad for use 
in polishing, sanding and rubbing. Re¬ 
quires arbor No. 165-005 for mounting 
to drill. 

No. 165-002.each, $ .95 

LAMBS WOOL BONNET 

514" diameter. Mounts over rubber 
backing pad No. 1 65-002 for all pol¬ 
ishing of metal and wood surfaces. 

No. 165-004.each, $1.25 





HORIZONTAL STEEL STAND 

Converts Cummins 14" General Utility 
Drill into a practical bench tool for 
grinding, wire brushing, buffing and 
polishing. 

No. 190-003.each, $1.25 

CLOTH BUFFING WHEEL 

3" diameter. For polishing and cleaning. 
Load with Polishing Compound No. 
1 05-060 for best results. Requires Chuck 
Arbor No. 1 65-009 to mount to drill. 
No. 165-01 T.each, $ .50 

WIRE WHEEL BRUSH 

3" diameter x Vi'. To remove rust and 
dirt from metal surfaces. Requires Chuck 
Arbor No. 1 65-009 to mount to drill. 
No. 165-008.each, $1.15 

GRINDING WHEEL 

3" diameter. For all grinding of metals. 
Requires Chuck Arbor No. 165-009 to 
mount to drill. 

No. 190-011.each, $ .50 

CHUCK ARBOR 

Necessary when using cloth buffing 
wheel, grinding wheel or wire brush. 
Has 14" diameter shank; 14" diameter 
threaded shaft. 

No. 165-009.complete, $ .90 

POLISHING AND 
BUFFING COMPOUND 

Used to load cloth buffing wheel for 
polishing all bright finish metals to a high 
lustre. 

No. 105-060.each, $ .50 

SANDING DISCS 

5" diameter. Medium grit for sanding 
wood and metal. Packed 6-1 2-24 to a 
package. Specify quantity when or¬ 
dering. 

No. 165-003.each, $ .10 




COMPLETE SPECIFICATIONS 


Capacity: 14*^ in metal; Vi'' in wood. Frame: die cast alum¬ 
inum. Motor: operates on 115 volts, alternating current. 
No-load Speed: 2200 r.p.m. Bearings: self-aligning Oilite 
bronze; ball thrust on chuck spindle. Gears: steel pinion in¬ 
tegral with armature shaft, extra-wide chuck gear of tough 
alloy metal; precision-cut and fitted for quiet operation. 
Switch: single-pole, "on-or-off," thumb-operated slide action. 


Bakelite button with non-slip grooving. Cord: 8 ft. rubber 
covered, with 2-prong rubber plug. Length: 10 inches overall. 
Weight: 3 lbs. Shipping Weight: 4 lbs. Chuck: for Model 
150—Jacobs IB geared chuck; for Model 160—Jacobs Hex- 
Key chuck (chuck key for each model permanently attached 
to cord in Jacobs Rubber-Flex holder); for Model 170— 
keyless chuck; for Model 190—Jacobs hand chuck. 


Cummins Ktt 

FOR HOME REPAIRS • SANDING • POLISHING 



You’ll be amazed how much use you find for this All-Purpose 
Home Repair Kit. A host of new uses will come to light daily 
to lighten every household chore. 


Cummins Model 150 Drill 
equipped with Jacobs geared 
chuck and Jacobs Rubber-flex 
keyholder. 

Sturdy steel carrying case with 
piano hinge lid and metal carry¬ 
ing handle, painted attractive 
maroon, smooth finish. 

* 13 High speed twist 
drills for metal drilling 
(Sizes 14 ",15/64", Me",’ 764", 
Me", ’144", 5 / 32 ", 9 / 4 ", ’/s", 
764", M3 e", 5 / 64 ", Ms". 

* 5 Wood bits with 14" 
shank. Sizes 14", Ms", 
Ms", Me", Me". 

* Sturdy steel horizontal 
stand for Cummins 
Model 150 Drill. 

* 5" diameter flexible rub¬ 
ber backing pad. 

CATALOG No. 158 


' 514" diameter lamb’s 
wool polishing bonnet. 

' Polishing and buffing 
compound. 

’ Medium grit sanding 
disc. 

*414" cotton buffing 
wheel. 

* 3" grinding wheel. 

* 3" X %" wire wheel 
brush. 

* Arbor for rubber pack¬ 
ing pad. 

* Arbor for grinding 
wheel, wire brush and 
cotton buffing wheel. 



Cummins 

MODEL 151 

DRILL STAND 

for Models 150,160, 
170 and 190 Drills 


Quickly converts 
Cummins Model 150, 

160, 170, 1 90 Drill 
into a handy and 
sturdy drill press. Fast 
clamping device for 
easily and accurately 
holding the drill. Neoprene 
grip operating handle. 

Machined surface 
gray iron base. Three screw 
holes for bench mounting. 

Painted machinery gray. 

Drills to center of 714" circle, with 
3" vertical travel. 714" maximum 
distance between chuck and table 
diameter solid cold rolled 
steel supporting column. 

Shipping weight, 

16 lbs. 


Model 15T, 
Drill Stand only 











































CUMMINS 


MODEL 200-^2 in. 



ANOTHER CUMMINS 
VALUE TOOL 


STANDARD DUTY 
ELECTRIC DRILL 

... with Jacobs 33 B Geared Chuck 


PERPETUALLY 

GUARANTEED 


Today’s Greatest Buy! Has all wanted mechanical features for 
fast drilling, smooth operation and long life. Here is value to be 
found in drills selling for as much as 35% more. Selected by contractors 
for heavy timber drilling up to 1 in.; ideal for all drilling 
in plant maintenance and in automotive service . . . 
a favorite with plumbers and electricians. 


SPECIFICATIONS—CAPACITY: Vi in. in metal, 1 in. in wood. FRAME: Die cast 
aluminum for compactness and light weight. MOTOR: Universal AC-DC 115 volts; 220 volts 
special. SPEED: No-load, 550 RPM. BEARINGS: High grade ball, roller and self-oiling 
bronze in proper position. GEARS: Finest steel, helical cut for smooth operation. SWITCH: 
Double pole, momentary contact with lock for continuous operation. CORD: 10-foot 3-con¬ 
ductor rubber covered with two prong plug and pigtail connector for ground. CHUCK: 
Jacobs 33 B. LENGTH: I 2 V 2 in. overall. WEIGHT: 8 lbs. net; 12 lbs. shipping. 



Cummins 

Portable Toots 

D t \/ I S I O S! OF COM C O f* f* 
4740 PAVCArfSWOOO AVCNUC 

Chicago 40. Illinois 


...THE VALUE LINE 


CUMMINS PERPETUAL GUARANTEE 

Every Cummins Electric Drill has passed rigid electrical and 
mechanical tests before shipping. We will repair or re¬ 
place any Model 200 Drill returned with this guarantee, 
prepaid, which in our judgment is found to be defective 
as to material or workmanship, providing same has not 
been altered or abused. 

For the nominal charge of $2.50 we will rebuild, refinish 
and put in new condition any Model 200 Drill returned 
to us at any future time. The only additional charge will be 
for worn or damaged parts that may require replacement. 

This Perpetual Guarantee is your assurance that your 
Cummins Drill will give you complete satisfaction for many 
years to come. 


Printed in U.$.A. 
















CUHlHim 

MODEL 200 SETS THE PACE IN 


VALUE! COMPARE WITH 
DRILLS PRICED 
35% HIGHER! 


Every Cummins drill embodies a "plus” which cannot be calculated in 
dollars. That plus is the Cummins HABIT OF PRECISION. 


Cummins has been a manufacturer of precision business machines for 60 
years. Precision never found before in portable tools is standard practice 
with Cummins. Smooth performance—lastingly smooth — is the mark of a 
Cummins tool; you realize fbaf the moment you fry one. 


**BELIEVE-IT-OR-NOT” COMPARISON! 


Compare the Model 200 Cummins feature-by- 
feature with any other Vi in. Standard Duty or 
Special Duty drill recommended for use in the 
industrial plant, automotive service shop, or on 
the farm. You’ll find motor performance identical 



STURDY No. 201 


DRILL STAND 

Converts Cummins No. 200 Drill 
into a handy drill press. Drills to 
center of a 9" circle ... 3%'' 
vertical travel . . . 9 V 2 '' maxi¬ 
mum distance between chuck 
and table . . . solid C.R. steel 
column 1 diameter ... machined 
surface gray iron base . . . steel 
handle, plastic grip . . . three 
screw holes for bench mounting 
.. . painted machinery gray . ., 
net weight 22 lbs.; shipping 
weight 25’A lbs. PRICE; $17.50. 


with drills selling for much more. You’ll find a die 
cast aluminum frame, light, strong, compact . . . 
provides complete interchangeability of parts 
when required. You’ll find the sturdiest of pre¬ 
cision helical cut steel gearing. You’ll find only 
the finest chrome nickel steel in every moving 
shaft . . . New Departure ball bearings, Torring- 
ton needle roller bearings, and self-lubricaling 
bearings mounted on every moving part, located 
in proper position to insure longest life and 
smooth, quiet, trouble-free performance. 

Right down to the famous Jacobs 33B chuck, 
the tough rubber-covered cord and the 2-pole 
switch with 100% overload capacity, the model 
200 Cummins drill Is made of the finest of 
materials fabricated on the most modern, high¬ 
speed precision machine tools and assembled by 
skilled workers whose dally task is confined to a 
single assembly operation. 

Try this great drill on your own work. You’ll 
know why thousands are bought each month 
throughout industry. Printed in u.s.a. 









